
Louvered Air Curtain—56 0" high 
Gertz Department Store, 
Mid-Island Shopping Center 
Hicksville, Long Island 
Architect—Lathrop Douglas 
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LOUVERUTE 


and other allied aluminum products 


















FIXED BLADE (STANDARD TYPE) 


Add loiMIM 


LL-11 


LOUVER-LITE Louvers are designed to provide a 
streamlined, sturdy and corrosion proof unit. Jambs, 
head, blades and sill are fabricated of heavy gauge 
aluminum extrusions. Jambs and head are specially 
designed for easy and leak proof installation with 
integral caulking stop. For areas in excess of ap¬ 
proximately 16 sq. ft. efficiency of 52% free area 
applies. 

Refer to page 6 of this catalogue for recommended 
anchorage details and finishes. 

• Mullions & Type "U" Sill where specified. 

See Illustration Below 

Suggested Specifications 

Furnish and install in all openings indicated on 
drawings, extruded aluminum louvers as manufac¬ 
tured by LOUVER-LITE CORP., 19-41 46th Street, 
Long Island City 5, N. Y. 

Louvers to be Fixed Blade Standard Type; No. 
LL-11 frames and blades to be 6063-T5 alloy of 
minimum 12 gauge thickness (.081). Bird screens 
shall be standard W mesh (.051 or .063 gauge 
wire) in extruded aluminum removable frames. Sills 
and anchorages shall be as indicated. Louvers and 
screens shall be standard mill finish with one coat 
of Methacrylate lacquer. 

All extrusions are available in (.125") thickness 
when required. 




FIXED BLADE (STORMPROOF TYPE) 



LL-22 


Stormproof Louvers are recommended to provide 
additional protection where severe weather condi¬ 
tions are encountered. Our specially designed, 
reinforced leakproof type blade offers maximum re¬ 
sistance against noise and vibration; this type offers 
excellent protection against snow infiltration. The 
net free area of this louver is less by approximate¬ 
ly 10% of the standard type blade. 

Suggested Specifications 


Furnish and install in all openings indicated on 
drawings extruded aluminum louvers as manufac¬ 
tured by LOUVER-LITE CORP., 19-41 46th Street 
Long Island City 5, N. Y. 


Louvers to be No. LL-22 Fixed Blade Stormproof Type- 
frames and blades to be 6063-T5 alloy of minimum 
lz gauge thickness (.081). Bird screens shall be 
standard V 2 mesh (.051 or .063 gauge wire) in ex¬ 
truded aluminum removable frames. Sills and anchor¬ 
ages shall be as indicated. 


Louvers and screens shall be standard mill finish 
with one coat of Methacrylate Lacquer. 


All extrusions are available in (.125") thickness when 
required. 
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LOUVER-LITE CORP. 


ADJUSTABLE BLADE (SINGLE AND COMBINATION LOUVERS) 



MANUALY ADJUSTMENT 
TYPE NO. LL-33 

This unit is designed for use where 
adjustable control of intake or 
exhaust air is required. 

When space limitations impair 
accessibility, chain or pole opera¬ 
tion is available. Also available, 
a special steel spring for auto¬ 
matic return to closed position. 
When manual operation is called 
for, a special fitting is provided to 
allow for graduated settings. 

To provide additional efficiency 
for a tight, weatherproof closure, 
blades are furnished with vinyl 
gaskets where specified. 

CONCEALED OPERATOR 
TYPE NO. LL-33-C 

This unit has been designed to 
provide a manually operated 
louver where it is desired to main¬ 
tain a neat appearance at the in¬ 
terior by eliminating from view all 
operating mechanism other than 
the concealed standard or heavy 
duty operating unit. This operat¬ 
ing unit is enclosed.Crank handle 
removable. 

To provide additional efficiency 
for a tight, weatherproof closure, 
blades are furnished with vinyl 
gaskets where specified. 


THESE LOUVERS CAN BE MOTOR OPERATED 



Suggested Specifications 

Furnish and install in all openings 
where indicated on drawings, ex¬ 
truded aluminum louvers as man¬ 
ufactured by LOUVER-LITE CORP. 
19-41 46th Street, Long Island City 
5, New York. 

Frames and blades to be fabri¬ 
cated from 6063-T5 aluminum 
alloy, No. 12 B & S gauge (.081" 
thick). 

Movable parts are cbrried on self- 
lubricated oilite or nylon bearings 
as applicable and hardened alloy 
pins for permanent* easy opera¬ 
tions. Operating arms and con¬ 
necting parts are as fabricated of 
the same aluminum alloy. 

Bird or Insect Screens shall be 
furnished in removable extruded 
aluminum frames. Operators shall 
be of the type noted (Manually 
Operated Type No. LL-33) (Con¬ 
cealed Operator Type No. LL-33- 
C) (Gear Operated Type No. LL-44) 
(Motor Operated Type No. LL-55) 
(Fire Protective Type No. LL-66). 


COMBINATION TYPE LL-77 


GEAR OPERATED TYPE LL-44 





This unit consists of a combination 
of Standard Stationary Type Unit 
LL-11 or Standard Stormproof Type 
Unit LL-22 on exterior backed with 
any type Operable Unit nos. LL-33 
to 66 as may be required. In 
specifying this unit by number, 
please state exact combination of 
units desired. 



FIRE PROTECTIVE 


TYPE LL-66 


This unit operates identically 
with the features of LL-33 ex¬ 
cept that a fusible link connec¬ 
tion is added to accommodate 
fire code requirements. 


features: operation 
by crank, hand 
wheel or chain 
wheel, this sturdy 
unit may be easily 
adjusted for open 
or closed position. 
The gear operator 
can be arranged 
to operate one or a 
bank of louvers 
with equal minimum 
of effort. 



MOTOR OPERATED 


TYPE LL-55 


features: motor 
operated remote 
control for opening 
and closing of 
louver blades. 
Arranged for 
operation of one 
louver or bank of 
louvers as required. 
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I SWEEP LINE LOUVERS (WITH 


M CONTINUOUS HORIZONTAL LINES) 1 



STERN'S at Bergen Mall Shop. Center, N. J. 
John Graham & Co., Archt. 


LOUVER-LITE provides a louver unit of any re¬ 
quired length or height, eliminating any mul- 
lions on the exterior face. Blade and frame are 
supported by means of structural angles and 
braced on the interior side, resulting in a sweep¬ 
ing horizontal appearance. The horizontal line 
louver is available with standard or stormproof 
blades as desired; Sweep-line Louvers with 
Mammonth type blades can be made as out¬ 
lined below. Special details are available on 
request. 


LOUVERED AIR CURTAINS (COOLING TOWER LOUVERS) 



MAMMOTH TYPE LOUVERS LL-116 or 118 


At heights where depth and spac¬ 
ing of blades is a necessary 
design function to accentuate the 
Architectural lines, we recom¬ 
mend the use of the mammoth 
type blades, 6" or 8" in depth. All 
extruded aluminum sections to 
be .081, .125 or .156 inch thick. 


All Louvers are furnished in 
standard Mill finish with one 
coat of Methacrylate Lacquer — 
Other finishes can be furnished 
where required. LOUVER-LITE 
CORP. will supply complete shop 
drawings for fabrication. 


LOUVERED AIR CURTAINS 
(Cooling Tower Louvers) 

Modern architectural 
trends suggest the 
use of LOUVER-LITE 
STREAMLINER AIR 
CURTAINS to en¬ 
close^ Cooling 
Towers, Water Tanks 
and other unsightly 
encumbrances which 
are necessary appur¬ 
tenances to some 
buildings. 

This developing 
trend towards the use 
of LOUVERED AIR 
CURTAINS as 
screens for Cooling 
Towers serves a dual 
purpose. When in¬ 
verted blades are 
used, a complete air 
circulation is per¬ 
mitted and escaping 
spray and condensa¬ 
tion are retained 
within the tower area. 
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LOUVER-LITE CORP. 
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I SWEEP-LINE LOUVERS (WITH CONTINUOUS HORIZONTAL LINES) 
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LOUVER-LITE CORP. 
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TYPE LL-88 



PLAN 

TYPE LL-88 —SWEEP LINE LOUVERS WITH STANDARD BLADES 

TYPE LL-99—SWEEP LINE LOUVERS WITH STORMPROOF-BLADES 

TYPE 116 or 118-MAMMOTH SWEEP LINE WITH STORMPROOF BLADES 



TYPE LL-99 


A 



AIR-CONDITIONING UNITS 


1 


The present day demand and use of thru-wall room air-conditioning units has 
created tremendous demand for a harmonizing Louver Face that does not 
detract from the Architectural features of the building. 

LOUVER-LITE aware of the Architects problem has designed and installed 
TYPE LLAC louvers in porcelain enameled curtain walls as well as in 
various colored masonry structures. 

Suggested Specifications 

Furnish and install in all openings as indicated on drawings extruded alumi 
num louvers as manufactured by LOUVER-LITE CORP., 19-41 46th Street, 
Long Island City 5, N.Y. 

Louvers to be Type LLAC. Frames and blades to be fabricated of 6063-T5 
Aluminum Alloy (.064) thick and 1 V 2 inch deep. Frames are to be designed 
for either flush face or recessed mounting. 
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LLAC 


cu&lfiw 



Louver-Lite is equipped to desic 
and manufacture louvers to unusu 
specification of architects and enc 
neers. Our past experience assur 
competence in meeting the nee< 
of new and novel advances 
architectural design requiremeni 

Our staff of competent designe 
and engineers will welcome tl 
opportunity to solve any louv 
problems that may arise. We a 
prepared to fabricate louvers in ar 
non-ferrous metal, in any colore 
finish. 



LOUVER-LITE CORP. 
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LOUVERED PENTHOUSES 


LITE 




The Completely prefabricated extruded 
aluminum Penthouse, ready to be in¬ 
stalled on curb, has been designed as 
a shop assembled stormproof structure. 
This method reduces costs in both con¬ 
struction and installation. 






LOUVER-LITE Louvered Penthouses are 
engineered to meet any size and design 
for all types of Structural, Architectural 
and Mechanical requirements. Pent¬ 
houses up to 64'-0" long and 14'-0" wide 
have already been built. 


PENTHOUSE DETAILS 

® .081" THICK ALUMINUM ROOF. 

PLASTIC DOME AS SHOWN OPTIONAL SUBSTITUTION. 

® STANDARD TYPE EXTRUDED ALUMINUM BLADE. 
STORMPROOF* TYPE BLADE OPTIONAL. 

® EXTRUDED ALUMINUM FRAME. 

© ALUMINUM BIRD SCREEN. 

© STRUCTURAL ALUMINUM ANGLE FRAMING. 

© SOUND DEADENING INSULATION. 

© EXTRUDED ALUMINUM SILL. 



clip angles with exp. bolts 


Standard Types of 


Louver Anchorage 



adjustable strap anchors 




FINISHES 

Unless otherwise specified, all Louver-Lite products are furnished 
in a Standard Mill Finish, which has a naturally attractive silver 
gray appearance. All Louver-Lite Extruded Aluminum Products 
are shop finished with coat of Methacrylate Lacquer to protect 
against surface damage during shipment and erection. Other finishes 
are available as may be desired. Alumiliting, technically known as 
anodic oxidation, enhances the inherent beauty of the metal, and 
provides additional protection against corrosion, staining and abra¬ 
sion. Buffed, satin, polish, ground, sand-blast, wire brush, burnished, 
sand-burnished and etched, are some of the many finishes that may 
be effected. All of these finishes are also available in any color. 


SCREENS 

Screens, retained in Special Extruded Aluminum easily removable 
screen frames are furnished at back or front of louvers or Pent hous¬ 
ings as may be required. Bird screens are available in standard Vi" 
mesh, .051 or .063 gauge wire, or Va" mesh, .035 or .047 gauge wire. 
Insect screens, if desired, are fabricated from standard 18 x 14 mesh, 
.0123 gauge wire. Screens can also be supplied in other procurable 
materials, meshes and gauges to customers' special specifications. 
Bird screen of Vi" mesh Expanded Aluminum. Patterns can be 
supplied raised or flattened and in a variety of finishes—thickness 
range from (.051) to (.081) with a net free area of approximately 60% 
is available. 
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LOUVER-LITE CORP 


» 



Solar Canopies are recommended for use in connection with steel 
or concrete framed structures. The slender graceful lines of the 
LOUVER-LITE SOLAR CANOPY are greatly accentuated by the 
elimination of visible wall fastenings through the use of cast alumi¬ 
num wall brackets which are completely concealed in the wall 
during construction of the wall itself. 



N. Y. Geriatrics State Hospital 
N. Y. State Archts. 


This results in a neat, trim, pleasing appearance, and also permits 
the installation of the Canopy at a time which minimizes any 
possible damage to surface areas insuring a permanent mainte¬ 
nance-free natural attractiveness. 

LOUVER-LITE SOLAR CANOPIES are now available in an unlimited 
selection of colors, by means of porcelain enamel, anodizing or 
baked enamel. All colors are non-fading and chip resistant. 


For complete description and details of LOUVER-LITE SUN 
CONTROL DEVICES, refer to our Brochure in another sec¬ 
tion of Sweets Architectural File, or write to LOUVER-LITE 
CORP., 19-41 46th ST., L.I.C. 5, N.Y. 
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LOUVER-LITE ARCHITECTURAL JALOUSIES 

High unshaded window areas that permit free access to heat and 
glare are a sun control problem which requires special consideration. 
In presenting its complete line of Architectural Jalousies, LOUVER-LITE 
is confident that it is contributing a great deal to overcoming the short¬ 
comings of other conventional means of solving this particular problem. 
Designed to conform to the architectural features that predominate any 
particular structure, they can be furnished with various types of blades. 


In some instances where windows are set in deep reveals, the use of 
Architectural Jalousies results in a particularly distinctive and highly 
desirable architectural effect. Flexibility of design is further enhanced 
by the fact that LOUVER-LITE ARCHITECTURAL JALOUSIES are avail¬ 
able in Stationary, Manually Operable and Mechanically Operated 
Types, and may be arranged for automatic adjusting to insure a proper 
angle to shield out the sun's glare and heat. 


LOUVER-LITE CORP. I 















































INSTALLATIONS 

Alabama: 

Holy Family School, Birmingham 
Wilmot C. Douglas, Archt. 

Arkansas: 

Oklahoma Tire & Supply Co. Whse. 

Little Rock, Arkansas 
H. Allen Gibson, Archt. 

California: 

U. C. Bevatron Rad. Lab., Berkeley 
Milton T. Pflueger, Archt. 

Pacific Tel. & Tel. Co., Fremont 

Colorado: 

Audubon Hts. & Venetian Village 
Schools—Colorado Springs 
Francis Guy, Archt. 

Caterpillar Tractor Bldg., Denver 
Foster Orr, Contractor 
U. S. Air Force Academy 
Skidmore, Owings & Merrill, Archts 

Connecticut: 

Jr.-Sr. High School, Old Saybrook 
Warren B. Ashley, Archt. 

Pitney-Bowes, Inc., Stamford 

L. F. Caproni, Archt. 

Norwich State Hospital, Norwich 
Lester Jajulianelle, Archt. 

Delaware: 

International Latex Corp.—Dover, De 
Vincent Kling, Archt. 

Florida: 

Duval Co. Court House, Jacksonville 
Reynolds, Smith & Hills, Archt. 

Comm. Off. Mess—U.S. AF Base, 

Cecil F’ld, Fla. 

M. Tony Sherman & Associates, Archt. 
Illinois: 

American Medical Colleges, Chicago 
Halabird & Root & Burgee, Archt. 

Civic Opera or Kemper Bldg.—Chicago, III. 
Childs & Smith, Archt. 

Kiwanis International Office Bldg., 

Chicago, III. 

Mielke & Smith, Archt. 

Indiana: 

Lebanon High School, Lebanon 
Louisiana: 

Southern University, Scotlandville 
Carl L. Olschner & W. J. Nolan, Archt. 

Moosa Memorial Hosp., Eunice 
August Perez & Assoc., Archts. 

Supreme Court Bldg., New Orleans 
Kaiser Aluminum & Chemical Co., Chalmette 
Kaiser Engineers, Archt. 

Maryland: 

St. Paul’s Methodist Church, Kensington 
Johannes & Murray, Archts. 

Old Age Security Bldg.—Balt., Md. 
McCloskey, Archt. 

Michigan: 

National Bank, Detroit 
Roy W. Akitt, Archt. 

Northern Michigan College, Marquette 

Minnesota: 

G. H. Tennant Co. Bldg., Golden Valley 
Magney, Tusler & Setter, Archts. 
Northwestern Bell Telephone Bldg. 

Thief River Falls 

Magney, Tusler & Setter, Archts. 

Social Science Bldg., St. Paul 
Magney, Tusler & Setter, Archts. 


Telephone Bldg., Crookston 
Magney, Tusler & Setter, Archts. 

Bovey Jr. High School, Bovey 
Benson Mfg. Co., G. C. 

Missouri: 

St. Patrick’s Parish, St. Louis 
Murphy & Mackey, Archts. 

North Carolina: 

Lenoir-Rhyne College, Hickory 
Clemmer & Horton, Archts. 

North Dakota: 

Mercy Hospital, Valley City 
Hills, Gilbertson & Haye, Archts. 

New Jersey: 

Burlington Co. Office Bldg., Mt. Holly 
Micklewright & Mountford, Archt. 

Bendix Aircraft, Teterboro 
Chas. S. Cleveland, Archt. 

New Jersey State Hosp., New Lisbon 
Vincent G. Kling, Archt. 

Bakelite Corp.—Bound Brook, N. J. 
Fellheimer, Stewart & Wagner, Archt. 
Forrestal Research Center, Princeton 
Princeton High School, Princeton 
Vogelbach & Baumann, Engineers 
Minerals & Chem. Corp. of Woodbridge 
Chapman, Evans & Delehanty, Archt. 

B. Altman Co., Short Hills 
Skidmore, Owings & Merrill, Archts. 

Bergen Mall Shopping Center, Paramus 
John Graham & Co., Archts. 

Bell Telephone Bldg., Plainfield 
Syska & Hennessy, Inc., Engineers 
St. Paul’s Convent, Pinceton 
Thomas H. Moran, Archt. 

New York: 

Brookhaven Nat’l Lab., Camp Upton 
Stone & Webster, Archt. 

Long Island Lighting Co.—Port Jefferson 
Ebasco Services, Archt. & Engrs. 

Nestl§ Co. Office Bldg., White Plains 
Eggers & Higgins, Archt. 

Suffolk Co. Office Bldg., Southampton 
Louis Jallade, Archt. 

Gulf Oil Administration Bldg.—Staten Island 
Kennith Milne, Archt. 

Fifty-ninth St. Power Plant, N.Y.C. 

N.Y.C. Transit Authority, Archt. 

Daily News Bldg.—N.Y.C. 

Meyer, Strong & Jones, Engrs. 

Harrison Abromowitz, Archt. 

Turner Construction, G. C. 

Beach Shopping Center, Peekskill 
Schulman & Soloway, Archt. 

Hippodrome Garage, N.Y.C. 

Kahn & Jacobs, Archt. 

Colgate-Palmolive Bldg., N.Y.C. 

Emery Roth & Sons, Archts. 

N.Y. State Thruway Restaurant 
Eggers & Higgins, Archt. 

Nassau Co. Jail, Hempstead 
Chapman, Evens & Delehanty, Archts. 
Hempstead Shopping Center, Hempstead 
Cosentini Assoc., Engineers 
South Madison School, Spring Valley 
Louis J. Jallade, Archt. 

Water Cooling Tower, Randalls Island 
Guy B. Panero, Engineer 
Seamen’s Savings Bank, New York City 
Voorhees, Walker, Smith & Smith, Archt. 
Macy’s Roosevelt Field, Hempstead 
Skidmore, Owings & Merrill, Archts. 

Eastern Airlines—Idlewild Airport, N.Y. 
Chester L. Churchill, Archt. 

Bellevue Hospital, N.Y.C. 

Fellheimer & Wagner, Archts. 


Equitable Life Assurance Co., N.Y.C. 

Edward E. Ashley, Archt. 

Syosset High School, Syosset 
Eggers & Higgins, Archts. 

Jos. Schlitz Brewing Co., Inc., Brooklyn 
Kahn & Jacobs, Archts. 

Geriatrics Bldg. State Hosp., Middletown 
New York State Architects 
Bankers Trust Co. 

529 Fifth Ave., N.Y.C. 

Emery Roth, Archt. 

Gen’l Motors Aluminum Foundry 
Chevrolet Div.—Massena, N.Y. 

Amedia Leone, Archt. 

United Airlines—Idlewild Airport, N.Y. 
Skidmore, Owings & Merrill, Archts. 

Main Office Bldg.—N.Y. Tele. Co. 

32 Sixth Ave., N.Y.C. 

Voohrees, Walker & Smith, Archt. 

Ichabod Crane School, Valatie 
John H. Fisher, Archt. 

Great South Bay Shopping Center, Babyloi 
A. H. Salkowitz, Archt. 

Ohio: 

Hamilton Mutual Insurance Co., Cincinna 
Pepinsky, Grau & Shrand, Archts. 

Washington Pk. Elem. School, Cincinnati 

Pennsylvania: 

Hospital, Delaware County 
George M. Ewing, Archt. 

Plymouth Whitemarsh H. S., Montgomer 
Joseph Wigmore, Archt. 

Osborne Bell Tele. Co., Hatboro 
Borie & Smith, Archts. 

Jefferson Bell Tele. Bldg., Philadelphia 
Maurice Fletcher, Archt. 

Paper Co., Downingtown 
Wright, Andrade & Amenta, Archts. 
Commonwealth Tele. Bldg., Elizabethvili 
Lacy, Atherton & Davis, Archts. 

Pennsylvania Lumbermen’s Mutual 
Insurance Bldg., Philadelphia 
W. R. Cosentini & Assoc., Engineers 

Rhode Island: 

Owens-Coming Fiberglas Corp., Ashton 
Ebasco Services, Inc., Engineers 

Texas: 

Yates High School, Houston 
Herbert Volleker & Assoc., Archt. 

State Farm Colony, Austin 

Bd. For Texas State Hosps., Archt. 

Elementary School, Pharr 
Caudill-Rowlett-Scott Assoc., Archts. 

Wisconsin: 

Camp Randall Memorial Stadium 
University of Wisconsin, Madison 
Ammann and Whitney, Engineers 

Virginia: 

Bell Telephone Co., Danville 
Baskervill & Son, Archts. 

Mt. Daniel School, Falls Church 
McHugh & Graham, Archts. 

West Virginia: 

Ohio Valley Gen’l Hosp., Wheeling 
Frederick Feris & L. P. Johnston, Archts. 

South America: 

Staff Elementary School, Toquepapa, Peru 
The Stearns-Roger Co., Archts. 

Staff Elementary School, llo, Peru 
The Stearns-Roger Co., Archts. 

Marvel Arch Wonder Buildings (Caracas Airport) 
Venezuela, South America 

Philippine Islands: 

U.S. Naval Supply Depot, Subic Bay 
Law & Wilson, Archt. 



REPRESENTATIVES IN ALL PRINCIPAL CITIES IN U.S.A., CANADA, and 


HAWAII 


1941 46th ST. • LONG ISLAND CITY 5, NEW YORK 

RAVENSWOOD 1-4242 
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